
Undgå arbejdsskader med de 
nye NITO sikkerhedskoblinger

MAX 
25 BAR

MAX 
+95 °CWATER

NITO - THE STRONGEST CONNECTION

NITO Light Duty Spraygun 
Light gun in high quality 
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NITO Light Duty

NITO A/S
H. C. Ørstedsvej 4
DK-6100 Haderslev
Phone: +45 7452 6363
Fax: +45 7453 2220
E-mail: nito@nito.dk
www.nito.dk

Gun for Industry

Technical specifications

Working pressure:  Max. 25 bar 
Temperature:   Max. 95° C 
Not to be used with steam! ! 
Weight: 0,463kg

Capacity (at 4 bar): 
n  When jet spray 19l/min 
n  When wide spray pattern 36l/min

Attachment options: 
n  1/2” female RS /Standard)
n NITO Nipple: 1/2” and 3/4” 
n Hose Tail: 1/2” and 3/4” 

NITO Light Duty Spraygun 

NITO LIGHT DUTY is a special ligt gun, in environments where thre are sometimes rough 
treatment. Workrooms and production environments. Where gun is exposed to knocks and 
bumps. NITO Light Duty guns i a high quality product that never fails. 

Application:
n  For Flushing and cleaning jobs in industries and tasks requiring a light gun that is capable of 

withstanding impact and that saves water when in use 
n  For water with or without soap solution, e.g. for rinsing, washing, flushing and detergents 
n  Infinitely variable spray, from a concentrated spray to a spray with a dispersion angle of 60° 

degrees 
n  Spray can be adjusted using a tool 

 36800A1 NiTO Light Duty Spraygun with h 1/2” Nipple 

 36900A1 NITO Heavy Duty industry gun  with 1/2” CLICK Nipple

 36800A0 NiTO Heavy Duty industry gun with 1/2”  Female 

Item Number  

More NITO products 

NITO Original Couplings NITO Stainless Couplings NITO Click Couplings NITO High Pressure Couplings NITO Safety Couplings

Items shown represents only a small sample of our product assortment.
Look at the whole program on our home page or contact NITO.

NITO Guns


